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transformation conjointc de caracteristiques relatives 



(57) Abstract: The invention relates to a method 
of converting a voice signal spoken by a source 
speaker into a converted voice signal having acousLic 
characteristics that resemble those of a target speaker. 
The inventive method comprises the following steps 
consisting in: determining (1) at least one function 
for the transformation of the acoustic characteristics 
of the source speaker into acoustic characteristics 
similar to those of the target speaker; and transforming 
the acoustic characteristics of the voice signal to 
be converted using said at least one transformation 
function. The invention is characterised in that: (i) the 
aforementioned transformation function-determining 
step (1) consists in determining (1) a function for the 
joint transformation of characteristics relating to the 
spectral envelope and characteristics relating to the 
fundamental frequency of the source speaker; and (ii) 
said transformation comprises the application of the 
joint transformation function. 

(57) Abrcge : Ce procede de conversion d'un signal 
vocal prononcc par un locutcur source cn un signal 
vocal convert] dont les caracteristiques acoustiques 
ressemblent a celles d'un locuteur cible, comprend 
: - la determination (1) d'au moins une fonction de 
transformation de caracteristiques acoustiques du 
locutcur source cn caracteristiques acoustiques proches 
de celles du locuteur cible ; et - la transformation de 
caracteristiques acoustiques du signal vocal a convertir, 
par ladite au moins une fonction de transformation. 
II est caracterise en ce que ladite determination (1) 
comprend la determination (1) d'unc fonction dc 

/ Suite sur la page suivante J 



WO 2005/106852 Al I Dill IHI II Dlllllll!! lllil IIII I II III IIIH IIIII lilli llfll Illfl lllilli fill llll III 



(81) Etats designes (sauf indication contraire, pour tout tit re de 
protection nationale disponible) : AE, AG, AL, AM, AT, 
AU, AZ, BA, BB, BG, BR, BW, BY, BZ, CA, CH, CN, CO, 
CR, CU, CZ, DE, DK, DM, DZ, EC, EE, EG, ES, FT, GB, 
GD, GE, GH, GM, HR, HU, ID, IL, IN, IS, JP, KE, KG, 
KP, KR, KZ, LC, LK, LR, LS, LT, LU, LV, MA, MD, MG, 
MK, MN, MW, MX, MZ, NA, NI, NO, NZ, OM, PG, PH, 
. PL, PT, RO, RU, SC, SD, SE, SG, SK, SL, SM, SY, TJ, TM, 
TN, TR, TT, TZ, UA, UG, US, UZ, VC, VN, YU, ZA, ZM, 
ZW. 

(84) Etats designes (sauf indication contraire, pour tout titre 
de protection regionale disponible) : ARIPO (BW, GH, 
GM, KE, LS, MW, MZ, NA, SD, SL, SZ, TZ, UG, ZM, 



ZW), eurasien (AM, AZ, BY, KG, KZ, MD, RU, TJ, TM), 
europeen (AT, BE, BG, CH, CY, CZ, DE, DK, EE, ES, Fl, 
FR, GB, GR, HU, IE, IS, IT, LT, LU, MC, NL, PL, PT, RO, 
SE, SI, SK, TR), OAPI (BF, BJ, CF, CG, CI, CM, GA, GN, 
GQ, GW, ML, MR, NE, SN, TD, TG). 

Publiee : 

— avec rapport de recherche inlernaiionale 

En ce qui concerne les codes a deux lettres et autres abrevia- 
tions, se referer aux "Notes explicatives relatives aux codes et 
abreviations" figurant au debut de chaque numero ordinaire de 
la Gazette du PCT. 



a l'enveloppe spectrale et de caracteristiques relatives a la frequence fondamentale du locuteur source et en ce que ladite transforma- 
tion comprcnd l'appli cation dc ladite fonction dc transformation conjoin tc. 



